
ELMO Huddle Space 2
Support Knowledge Sharing in Education
Make your collaboration more simple and effective with ELMO 
Huddle Space Collaboration Hub ! Connect up to 8 devices and 
make your collaboration works .

Operating Systems
The Huddle Space is powered by 
Android to support continuous 
collaboration. 

Product Specification of HS-2

Measurements
Width: 214mm Depth: 114mm 
Height: 32mm

Display App
Wired (HDMI, Type-C), wireless 
(Airplay, Miracast, Chromcast) up 
to 4 screens simultaneously can 
be switched to single screen or 
multi screen instantly, touchback 
(Miracast), touchback, recording

ESCO Pte. Ltd
6 Harper Road, #06-08, Leong Huat Building, Singapore 369674
Tel: +65 6744 3100
Customer Service: +65 6743 3343
Email: esco@esco.com.sg

specification
Android 9.0

Memory Flash: 16GB, LPDDR4: 4Gbyte (16Gbit x 2)
External dimensions Width: 214mm Depth: 114mm Height: 32mm
mass 490g
Body color Dark metallic

HDMI output HDMI output terminal (Type A) x 1, HDCP non-compliant, with audio, (HDMI 1.4 or higher)

HDMI output resolution
Auto, 3840 2160@30fps, 1920 1080@60fps, 1920 1280 720@60fps, 720x480@60fps, 1920x1200@60fps 
(WUXGA), 1280x800@60(WXGA), 1024x768@60(XGA))

Wireless input
Miracast (Android/Windows) AirPlay (MAC/iPad/iPhone) GoogleCast (ChromeBook, Windows, Mac) HDCP non-
compliant, audio available, *Maximum resolution 1080P/30fps

HDMI input terminal (Type A) x 1, HDCP non-compliant, with audio, up to 4K/30fps

Type-C x 1 (DP Alternate Mode compatible), HDCP not compatible, audio available, max.4K/30fps

Built-in microphone MEMS Mic (1 piece)

Voice input HDMI input, Type-C input, external expansion microphone (USB), network

Audio output HDMI output, external expansion speaker (USB), network

Control (host) HID device
USB memory Mass storage
External camera input UVC compatible camera

External expansion 
mic/speaker

A USB type microphone speaker can be connected. Headphone connection, UAC

USB port expansion HUB class

Built-in memory 16GB (including OS and application)
SD card SD slot x 1, SD and SDHC memory card (Class 10 or above)
USB memory Still images/videos can be saved (including audio)

Remote controller Bluetooth remote control

Wired Ethernet, 10BASE-T, 100BASE-TX, 1000BASE-T
wireless IEEE 802.11 ac/a/b/g/n(2.4 and 5GHz)

Wireless remote control Bluetooth remote control, BT4.2
Quick manual Described the basic operation and how to use the display application.
Safety precautions Describes safety precautions
AC adapter/AC code For power supply

Display app
Wired (HDMI, Type-C), wireless (Airplay, Miracast, Chromcast) up to 4 screens simultaneously can be switched to 
single screen or multi screen instantly, touchback (Miracast), touchback, recording

Launcher app Home app
Drawing app Can be drawn in various situations
ZOOM app ZOOM, screen sharing
Gallery app Still images and video files in storage can be displayed.
File manager app Used as a file manager in storage
Browser app Lighning
WPS Office, display PDF
ELMOPLAY You can add any app later.

Switch x 7 Power/Home/Cross keys (up/down/left/right)/Enter key
LED x 1 Show startup status
POWER AC adapter 12V

Operating temperature 0° ~ 40°
Radio and safety standards FCC/ISED (old IC)/CE/TELEC
environment WEEE,ROHS2,PROP65

Storage

Bluetooth

Network

accessories

Generic Android APP

Other

Environment/Standard

item
OS (Operating system)

Video output

Video input

Wired input

Audio input/output

USB host terminal x 4 (TypeA) bus power available (up to 2A)


